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	Assessment By:
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	Review Date
	Assessment Date

	
	Fitting .Fibreglass.
	
	

	
	Persons/Groups at Risk
	
	

	
	
	
	

	NAME OF HAZARDOUS SUBSTANCE USED OR CREATED

	Substance:
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	FLAMMABLE
	
	TOXIC
	
	IRRITANT
	
	OXIDISING
	
	HARMFUL
	
	CORROSIVE

	YES
	NO
	
	YES
	NO
	
	YES
	NO
	
	YES
	NO
	
	YES
	NO
	
	YES
	NO

	
	
	
	
	
	
	(
	
	
	
	
	
	
	
	
	
	

	Insert ( in appropriate boxes


	Please add comments into boxes where required.
	Insert ( in appropriate boxes
	YES
	NO

	Is Manufacturers Safety Data Sheet available?
	
	(
	

	Does the Substance have a Workplace Exposure Limit (WEL)? 
	 
	(
	

	If the substance has a WEL please state. if un-sure check HSE document – EH40
	5mg/m³ TWA
	(
	

	Can a safer substance be used or can the substance be enclosed or extracted.
	
	
	(

	Will employees be given information and training?
	
	
	(

	Will Personal Protective Equipment be provided for employees?
	

	     State the standard of RPE (respirators)
	FFP2
	(
	

	     State the standard of Goggles or Spectacles
	BS EN 166 glasses
	(
	

	     State the standard of Gloves
	
	
	(

	     State the standard of Overalls
	
	
	(

	     State the standard of Boots
	BE EN 345
	(
	

	     Other Equipment
	Attach details if YES
	
	(

	Will Exposure Monitoring and/or Control Measures be required?
	Attach details if YES
	
	(

	Will Health Surveillance be necessary?
	Attach details if YES
	
	(

	Does this Substance need to be disposed of by a Waste Disposal Contractor?
	(
	

	Have all necessary First-aid requirements been provided?
	
	(
	

	Have Storage requirements for the substance been provided/arranged on site?
	
	(
	

	FIRST AID, FIRE FIGHTING, STORAGE & HANDLING, DISPOSAL AND ACCIDENTAL RELEASE INSTRUCTIONS ARE PROVIDED ON PAGES 2 & 3
	Number of Sheets attached to this Assessment
	

	FIRST AID INSTRUCTIONS

	Route of Exposure, or

Type of Injury
	First Aid Treatment

	Skin Contact 
	 If irritation occurs, wash off dust under running water prior to washing with soap and water.

Advise not to rub or scratch affected area.

	Eye Contact 
	Remove contact lenses. Rinse immediately with plenty of water, also under the eyelids, for at least 15 minutes. If eye irritation persists, consult a specialist.

	Inhalation 
	If throat irritation occurs rinse with drinking water. If symptoms persist seek medical advice.

	Ingestion
	Not applicable.


	General Information
	There are no known health effects from the long term use or contact with non-respirable continuous filament fibres. As manufactured, PPG glass fibres are non-respirable. Non-respirable fibres cannot reach the deep lung because they have a diameter of greater than 3.5 micrometers. Fibres of this diameter cannot penetrate the narrow, bending passages of the human respiratory tract to reach the lower regions of the lung, and thus, have no possibility of causing serious pulmonary damage. Instead, they deposit on the surface of the upper respiratory tract, nose or 


	FIRE FIGHTING MEASURES

	Hazard
	Measures

	Fire  
	The products are non-combustible and do not pose a fire hazard. Punking may occur at high temperatures. Some facings and packaging materials may burn.

	Stability
	Stable and non-reactive


	Decomposition Products
	When insulation wool is heated to approximately 200°C for the first time(s) binder components and decomposition gases are emitted from the binder. The decomposition starts at approximately 200°C and the duration of release depends on thickness of insulation, binder content and temperature(s) applied. pharynx. These fibres are then cleared through normal physiological mechanisms. Chopped, crushed, or severely mechanically processed fibre glass may contain small amounts of respirable fibre-like material in areas where severe processing of fibreglass occurred has airborne concentration of respirable fibre-like material in areas where severe processing of fibreglass occurred has been shown to be extremely low and well below the TLV. Repeated or prolonged exposure to respirable glass fibres may cause fibrosis, lung cancer and mesothelioma. PPG glass fibres in the form supplied do not contain respirable fibres.


	MANUFACTURERS INFORMATION

	Manufacturers Name and Address
	 John Burn & Co. (B'ham) Ltd 

74 Albert Road, Stechford, Birmingham, B33 9AJ

	Manufacturers Health & Safety Data Sheet Reference
	N/A


	24 Hour Emergency Telephone Number
	 TEL: 0121 508 4144 

FAX: 0121 508 4145

	Regulatory Information: Warning Label Phrases
	 Irritating to skin (R:38)
 


	STORAGE AND HANDLING

	Hazard
	Measures

	Handling 
	 Unpack material at application site to avoid unnecessary handling of product. Keep work areas clean..

	Storage
	Keep material in original packaging until it is to be used. Store material to protect against damage including the weather


	DISPOSAL MEASURES

	Hazard
	Measures

	Pollution of water courses or drains
	No specific environmental precautions required. 
 


	ACCIDENTAL RELEASE MEASURES

	Hazard
	Measures

	Spillage
	No special measures required


	USAGE/EXPOSURE

	Frequency and Duration of use
	

	Maximum number of people involved in activity
	

	Quantities stored/used
	

	Exposure levels
	


[image: image3.png]



1. Ensure correct gloves and FFP2 masks are worn.
2.

3.

4.

5.

6.

7.
8.

9.

10.
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	Name:
	Signature:
	Date:
	Name:
	Signature:
	Date:

	
	  
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


Safe System of Work








Operatives Acknowledgement
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